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Mainboard Settings

Jumper Setting for ISA IDE

JG

Onboard IDE Controller |_
GO Disable
€515 Enable (Defaul)

Mainboard Settings

2

11

Local IDE Connector Jumper Select
B3 IDE connector pin28 linked to BALE signal
[E5] |DE connector pinZ8 open (Default)

ISA IDE-Connector Jumper Select
EX3 I5A IDE connactor pin27 linked to IDCHRDY signal
=] ISA IDE connector pin27 open (Defaull)

I5A IDE Connector Jumper Select
O I5A IDE connector pin28 linked ta BALE signal

[E5] |SA IDE connector pin28 open (Defauit)

Jumper Setting for VESA Bus

JVi

High Speed Write Select
_Hu.t Ona wait writa

BX15) Zero wat wito (Defaul)

CPU Spoed Select
(3P Greater than 33 MHz
5] Less than or equal bo 33 MHz (Defaut)
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Jumper Setting for System l/O (Continued)

JCP

Password Clear Select
(Default)

Clear password

J4

BE |BE

Display Type Select
Mano/EGANGA (Default)

CGA

Game Port Select
Disable game port
Enable game por (Defaul)

IDE Hard Disk RW Signals From...
waa7ss
VT82C496G (Default)

Same as JRT

BE | BE |BE

Onboard FOC
Disabla
Enable (Default)
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